
H4 MULTISENSOR CAMERA LINE    
YOU’RE COVERED FROM ALL ANGLES

Provides exceptional scene coverage and high image detail with 3 or 4 individually 
configurable camera sensors that can be positioned to monitor virtually any area. Delivers 
broad scene coverage with high image detail up to 32 MP total resolution and uses H.265 
compression technology to significantly reduce bandwidth and storage requirements.

*With manufacturing facilities in both the United States and Canada, our “Made in America” claim only applies to products from our Plano, Texas facility. 
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For more information visit www.erswireless.com

15 MP

32 MP

12 MP

24 MP

9 MP

20 MP

270º COVERAGE

360º COVERAGE

180º COVERAGE

SELF-LEARNING 
VIDEO ANALYTICS
Exceptional efficiency when 
monitoring and reviewing 
video with excellent coverage 
from a single camera

H.265 & HDSM 
SMARTCODEC™ 
TECHNOLOGY
Combines compression 
technologies to maximize 
bandwidth and storage

ONVIF COMPLIANT
Native ONVIF® Profile S and 
Profile T compliance allows 
easy integration with existing 
ONVIF infrastructures

CONTENT ADAPTIVE IR
Adjusts IR beam width and 
illumination settings based 
on scene conditions to help 
maximize image quality

WIDE DYNAMIC RANGE
Capture details in scenes  
with both very bright and  
very dark areas

MADE IN AMERICA*
Built with North American 
expertise and globally- 
sourced materials

LIGHTCATCHER™ 
TECHNOLOGY
Exceptional detail in  
low-light settings


